
Note: persistence 
in 7200 is a 
display object 



FIG. 7A 



Ask processing web manager 
for first component in the web 



k1605 



T 1610 




Yes 



1615 

> 



Lookup pin details, icon, 
and label 



1620 



Create icon at position defined, 
by processing node's properties 



1625 



Draw input and output 'pins' 
colored based upon data type 



1630 



Ask processing web manager 
for next component in the web 



1635 



Ask processing web manager 
for first component in the web 



* 1640 




Connect pins defined by 
connection with line colored 
based upon the data type 
'flowing' through the connection 



1650 



Ask processing web manager 
for next component in the web 



End ^ 



FIG. 16 



^ Start ^ 



1710^ 



1720^ 



> 


r 


Call processing web manager 
with request to add component 
to web | 


> 


r 


Processing wel 
ProcessorAdci 
editor, with 
proa 


:> manager calls 
led method on 
ptr. to new 
sssor 



1730^ 



Create icon at position defined 
by processing node's properties 



1740^" 



Draw input and output 'pins' 
colored based upon data type 



1 750^ Connect pins defined by 
connection with line colored 
based upon the data type 
'flowing' through the connection 



CED 



FIG. 17 



Start 







Query data-type of source, and 


destination pins 


> 


' 1820 



^1810 



Yes 




, 1830 

Ask Processing Web manager 
to directly connect source to 
destination pin 



Yes 



1850 



Ask Processin 
to creafc 


g Web Manager I 
9 adapter I 




1860 

> 


Ask Processing Web manager 
to connect source pin to 
adapter's input pin, and 
adapter's output pin to 
destination pin 



c 



End 



FIG. 18 



